1 Fully interlocked test access cover

2 Removable and fully interlocked earthing point
3 Cable test terminals

4 Sealed tank

5 Disconnector

6 Vacuum interrupters

7 Internal arc vent

8 Protection CT’s

9 Circuit breaker or ring switch operation

®)

10 Circuit breaker or ring switch mechanism
11 Interlocking

12 Facia and mimic

13 Disconnector operation

14 Pressure gauge

15 Cable box interlocking

16 Cable termination

17 Cable box







Technical data

(ratings in brackets are optional)

Rated Voltage
Impulse Withst oltage

Normal Curren

Ring Switches
Circuit Breaker

Short Circuit Peak Making Current

Ring Switches
Circuit Breaker

Short Circuit Breaking Current

Circuit Breaker

3 Second Short Time Current

Ring Switches

Circuit Breaker
Earth Switch Peak Making Current
Ring Switches

Circuit Breaker

Internal Arc Rating
Freestanding
Substation

Optional Cable Boxes Internal Arc Rating

Gas pressure

Min Operating Pressure
IP Rating

Weight

Testing standards
BS EN 60265-1

BS EN 60129

BS EN 60694

BS EN 60298

IEC 60056

ENA TS 41-36

IEC 62271-102
IEC 62271-100
IEC 62271-103

MCR
12kV + 15kV
75kV (95kV)

630A
250A (630A)

50kA
50kA

20kA RMS

20kA
20kA

50kA
7.9kA (50kA)

20kA 1 sec
20kA 1 sec
12.5kA 1 sec (20kA)

0 Bar G
Up to IP33 (IP54)
4 \Way 680Kg, 3 Way 540Kg
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